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ALUPAP   VENTILATION HOSES  
 (PAP , AA , APK) 

Application :        Black, flexible ventilation hose with corrugated cover for vehicles 
        and pleasure boats. Resistant to heat, vibration and moist environment. 
Structure :        Paper – aluminium – paper = PAP  
        Aluminium – aluminium = AA 
        Aluminium – paper – PVC = APK 
Temperature :      PAP :  -40º - +130ºC 
        AA :  -40º - +200ºC 
        APK : -20º - +90ºC  
Manufacturer :    Svenska Westaflex 

Paper – aluminium – paper 

Code Diameter Bend. rad. Weight Coil VAT 0%  
 mm mm kg/m    m EURO/m 
   
PAP029   29   43 0,22    20     5,75   
PAP032   32   48 0,25    20     5,95 
PAP035   35   52 0,27    20     6,50 
PAP040   40   60 0,29    20     7,20 
PAP045   45   67 0,31    20     8,15
PAP050   50   75 0,32    20     8,95 
PAP055   55   82 0,38    20     9,80 
PAP060   60   90 0,44    20   12,05 
PAP065   65   97 0,47    20   12,20
PAP070   70 105 0,50    20   12,70 
PAP075   75 112 0,54    20   14,20
PAP080   80 120 0,58    20   14,70 
PAP085   85 128 0,62    20   15,95
PAP090   90 135 0,65    20   16,75 
PAP100 100 150 0,72    20   20,95 
PAP120  120 180 0,82    20   26,45

Aluminium – paper – PVC 

Code Diameter Bend.rad Weight Coil VAT 0% 
 mm mm kg/m    m EURO/m 

APK055   55   82 0,38    20   15,35
APK060   60   90 0,44    20   17,80
APK065   65   98 0,47    20   19,45
APK070   70 105 0,50    20   21,10 
APK075   75 113 0,54    20   21,90
APK080   80 120 0,58    20   23,55
APK090   90 135 0,65    20   24,75 
APK100 100 150 0,72    20   30,70


