ORINOCO SAND BLAST HOSE S o~

Application :
Tube :
Reinforcement :
Cover :
Temperature :
Branding :
Manufacturer :
Remarks :
Code Diameter
mm
ORI013 13x27
ORI019 19x33
ORI025 25x39
ORI032 32x48
ORI038 38x56

NIAGARA PLASTER HOSE

Application :
Tube :
Reinforcement :
Tube :
Temperature :
Branding :
Manufacturer :
Remarks :

Code Diameter
mim

NIA025 25x37
NIAO035 35x49

-, -
i il

Sand blast hose for delivery of sand, cast steel in paintshop, ship yards etc.
Black, smooth, antistatic, abrasive resistant SBR/NR

High strength synthetic cord

Black, smooth (wrapped finish), antistatic, abrasion resistant SBR/NR
-40° - +70°C

Red brand, ABR 10 bar 150 PSI — Made in Italy — (S.F.3:1) — IVG 2000
IVG

Sand blast couplings (page 29)

Abrasion lost of the tube 70 mm® (DIN 53516)

W.P./ Weight Coil VAT 0%
B.P. kg/m m EURO/m
bar

10/30 0,47 40 13,40
10/30 0,62 40 15,10
10/30 0,83 40 15,10
10/30 1,08 40 17,20
10/30 1,45 40 29,70

Hose designed for the spraying of plaster, grout, gypsum and concrete.
Black, smooth SBR/NR, abrasion resistant

High strength synthetic cord

Black, smooth (wrapped finish), antistatic SBR/NR

-40° - +70°C

Red brand, ABR 40 bar 600 PSI- Made in Italy- (S.F.3:1) — IVG 2000
IVG

On request other sizes.

Abrasion lost of the tube 70 mm?® (DIN 53516)

W.P./ Weight Coil VAT 0%
B.P. kg/m m EURO/m
bar

40/120 0,72 40 21,90
40/120 1,08 40 31,10
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