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PURFLEX   P2  PU 

Application :  Suction of air, dust and fumes in wood, food and pharmaceutical industry. 
Structure :  Transparent, light weight, very flexible polyester-polyurethane hose with 

spring steel  wire. Good compressibility and good abrasion resistance.     
  Excellent resistance to oil- and petrol fumes.  
Temperature : -40º - +100ºC 
Branding :  "PURFLEX P2PU  XXX mm" 
Manufacturer : Schauenburg Ruhrkunststoff 
Remarks :  Technical data are based +20ºC 
  Compressed into the net : 102-500 mm. 
On request :  Other sizes 

P2PU-AE  resistant to hydrolysis and microbes, 
P2PU-AS  antistatic (R< 108 Ohm) 
P1LPU SEA  flame retardant according to DIN 4102 B1 for 

  wood industry.  
Wall thickness : 0,4 mm 

Code Diameter W.P./ Bend. Weight Coil VAT 0%  
 mm B.P. radius kg/m    m EURO/m 
  bar mm 

P2PU032   32 0,50/0,25   25 0,20    10   11,40   
P2PU038   38 0,50/0,25   28 0,22    10   12,40 
P2PU051   51 0,40/0,20   35 0,29    10   13,60 
P2PU060   60 0,40/0,20   40 0,32    10   14,85
P2PU063   63 0,40/0,16   42 0,34    10   15,15 
P2PU076   76 0,30/0,10   53 0,42    10   17,55 
P2PU080   80 0,27/0,10   56 0,45    10   19,95
P2PU090   90 0,24/0,10   63 0,46    10   20,20 
P2PU102 102 0,20/0,09   70 0,51    10   20,70 
P2PU115 115 0,20/0,09   76 0,54    10   24,50 
P2PU120 120 0,20/0,09   81 0,64    10   25,85 
P2PU127 127 0,20/0,08   88 0,64    10   26,90
P2PU130 130 0,18/0,08   94 0,66    10   26,90 
P2PU140 140 0,15/0,07   99 0,76    10   29,65
P2PU152 152 0,10/0,06 105 0,77    10   31,05
P2PU160 160 0,10/0,06 117 0,78    10   33,45
P2PU180 180 0,09/0,05 124 0,90    10   38,20 
P2PU203 203 0,08/0,05 140 1,02    10   42,35 
P2PU254 254 0,05/0,04 175 1,28    10   52,00 
P2PU305 305 0,03/0,03 210 1,54    10   65,50 
P2PU354 354 0,02/0,02 245 1,79    10   73,25 
P2PU400 400 0,02/0,02 280 2,04    10   85,50 
P2PU500 500 0,01/0,01 350 2,56    10 113,80 


