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SHANNON  80  CONCRETE HOSE 
     

Application : Steel cord hose used for placement of concrete at casting locations. 
 It is used at the end of the pumps to distribute the concrete.  
 Usually supplied with swaged on fittings 

"VICTAULIC FULL FLOW". The hose resists to suction 
during the cleaning process.  

Tube : Black, smooth NR/SBR rubber compound, abrasion resistant.  
Abrasion loss of the tube  50 mm3 (DIN 53516) 

Reinforcement : Plies of steel wire cord 
Cover : Black, smooth NR/SBR, abrasion and weather resistant 
Temperature :     - 40º  - +70ºC 
Branding : Red brand, ABR – LOGO – SHANNON 80 BAR – Made in Italy 
Manufacturer : IVG
Fittings : VICTAULIC FULL FLOW 2 1/2" , 3" , 4" , 4 1/2" , 5" , 5 1/2" 
Remarks : Suitable for : Putzmeister, Cifa, Schwing, Wibau etc concrete pumps. 

DELIVER TO ORDER

Code Diameter W.P./B.P Bend. Weight VAT 0% 
 mm bar rad. mm kg/m EURO/m 

SHA065   65x89 80/200 400 4,84   77,00
SHA076   76x104 80/200 400 6,21 110,50
SHA100 100x128 80/200 550 7,85 135,80
SHA125 125x153 80/200 700 9,67 165,10

ORINOCO  2000  SAND BLAST HOSE 
     

Application : High quality sand blast hose used for the delivery of sand, cast steel etc. 
Tube : Black, smooth, antistatic, abrasion resistant SBR/NR 
Reinforcement : High strength synthetic cord 
Cover : Black, smooth (wrapped finish), antistatic, abrasion resistant SBR/NR 
Temperature :    -40º - +70ºC
Branding : Red brand "ABR –Logo – 12 BAR 175 PSI Made in Italy  
 (S.F. 3:1) IVG 2000 
Remarks : Sand blast couplings (page 29) 

Abrasion lost of the tube  50 mm3 (DIN 53516)

Code Diameter W.P./ Weight Coil VAT 0% 
 mm B.P. kg/m    m EURO/m 
  bar 

ORI2000019 19x33 12/36 0,62    40   17,20 
ORI2000025 25x40 12/36 0,83    40   17,20 
ORI2000032 32x48 12/36 1,08    40   19,30 
ORI2000080 80x100 12/36 2,93    40   79,50


