AMBURGO WATER SUCTION HOSE

Application :
Tube :
Reinforcement :
Cover :
Temperature :
Branding :
Manufacturer :
Code Diameter
mm
AMBO038 38x50
AMBO051 51x61
AMBO063 63x74
AMBO076 76x87
AMBO083 83x97
AMB090 90x102
AMB102 102x115
AMB114  114x128
AMBI127 127x141
AMBI152  152x167
AMB203  203x218

Corrugated, flexible water suction and discharge hose

for industry, building, tank trucks and agriculture.

Black, smooth SBR

High strength synthetic cord and helix wire

Black, wrapped, weather resistant SBR

-35°-+70°C

Green brand WATER - LOGO — AMBURGO/1 Made in Italy IVG 2000
IVG

W.p./ Bend. Weight Coil VAT 0%

B.P. radius kg/m m EURO/m

bar mm
1/3 125 1,00 30 20,90
1/3 175 1,29 30 22,65
1/3 225 1,70 30 25,65
1/3 275 2,00 30 28,65
1/3 300 2,75 30 44,10
1/3 335 2,97 30 46,25
1/3 400 3,32 30 37,30
1/3 450 4,29 30 58,50
1/3 530 4,75 30 47,90
1/3 690 6,83 30 81,25
1/3 1010 9,70 12 143,10

SUPERIOR WATER SUCTION HOSE

Application :

Tube :

Reinforcement :

Cover :

Temperature :

Branding :

Manufacturer :

Code Diameter
mm

SUP063 63
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Ligthweight hose used in industrial and _

waste waters for delivery and suction.

Good weather resistant.

Black, smooth SBR

High strength synthetic cord plus helix wire

Black, smooth SBR

-35° - +70°C

Green brand - IVG

IVG

W.P./ Bend. Weight Coil VAT 0%
B.P. radius kg/m m EURO/m
bar mm

3/9 200 1,56 40 28,00
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