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APOLLO  S2  PVC/NBR SUCTION HOSE    

       

Application : To be used for the cleaning and purging of septic tanks and 
cesspools. It can also be used in more general applications 

  where great flexibility is required, tank trucks, ships etc. 
  PVC/NBR material ensures greater flexibility and easy to handle  

in extreme low temperatures. 
Features :  PVC/NBR material with shock-proof PVC-spiral.   
  The hose is slightly corrugated to improve abrasive resistance 
Color :  Black with grey spiral 
Temperature : -40º - +60ºC 
Manufacturer : Industrie Plastiche Lombarde  

Code    Diameter   W.P./   Va-   Bend. Weight Coil VAT 0%  
    mm   B.P.   cuum   radius kg/m    m EURO/m 
    bar   bar   mm 

APOS2052     52x62     2/6   0,7   160 1,00    50   13,85 
APOS2063     63x74     2/6   0,7   200 1,40    50   19,40
APOS2076     76x88     2/6   0,7   250 1,70    50   22,55 
APOS2090     90x103   1,5/5   0,7   300 2,15    50   28,35
APOS2102    102x116   1,3/4   0,6   335 2,70    30   35,50 
APOS2127    127x143   1,1/3,3   0,6   410 3,60    30   47,75 


